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FIRESAFE / FSW

Firestop Wrap for Penetration Seals

European approvals:
ETA No: 25/0234 Penetration Seals
DoP No.: FS/PP/FSW - 30/07/2025

CE 2821
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PRODUCT DESCRIPTION

FIRESAFE / FSW is a graphite-based firestop wrap provided in 10 m rolls.

FIRESAFE / FSW is used for fireproof penetration seals for flammable pipes and non-flammable
pipes with flammable pipe insulation.

FIRESAFE / FSW expands when exposed to heat, creating a fireproof and smokeproof barrier to
adjacent rooms.

i

)
XX}

Fire resistance Pipe diameter Lifespan Area of use
< 240 minutes Plastic pipes < (d) @ 160 mm 25/ 25 years Can be used outdoors.

Metal pipes < (d) @ 315 mm See details

Type of pipe installations or equivalent Structures
v PVC-U, PVC-C, PP, PE, PE-HD, ABS, SAN+PVC v Masonry and cast wall constructions, density > 400 kg/m3
v Noise-insulating plastic pipe: REHAU Raupanio plus, Geberit PP ¥ Insulated and non-insulated plaster walls > 100 mm
Silent 20dB, Girpi Friaohon, Marley Silent, Pipelife Master 3, v' CLT (cross-laminated timber constructions) walls > 100 mm
PhonEX AS, Wavin SiTech+, Wavin AS, Poloplast NG, POLO-KAL 35, ¥/ CLT (cross-laminated timber constructions) floor = 140 mm

Valsir Triplus, DykaSono, Upnor Decibel

v’ Sandwich panel walls > 100 mm

v Aluminium composite pipes: PE-Xb, PE-Xe, PE-RT Henco, Uponor,
Wavin Tigris, Geberit Mepla, REHAU Rautitan Types of pipe insulation or equivalent

v Fibre-reinforced composite pipes Aquatechnik Fusio PP-R 80, v' ArmaFlex Ultima. Fire resistance < B-s1, dO
Aquatechnik Fusio PP-RCT, Aquatherm Blue-S, Aquatherm Blue-
MF, Aquatherm Red-MF, Aquatherm Green-MF, Aquatherm
Green-MS, Aquatherm Lilac-S, Aquatherm Grey-MS and v ArmaFlex AFEVO. Fire resistance < B-s3, d0
Aquatherm Orange M, Banninger PP-R, Banninger Climatec PP-RCT
and Banninger Watertec PP-RCT

v/ Kaiflex KK Plus S1. Fire resistance < B-s2, dO

v’ Kaiflex KK Plus S2/ST. Fire resistance < B-s3, dO

v’ Copper, cast iron, and steel pipes v’ Kaiflex HT S2. Fire resistance < C-s2, dO

v Plastic pipe with cables v/ ArmaFlex NH / SH / HT. Fire resistance < D-s3, dO

v’ CE marked v’ In combination with FIRESAFE / FSA Firestop Acrylic
v’ Halogen-free v’ In combination with FIRESAFE FSB1 and FSB2 Boards
v’ Environmentally friendly and user-friendly v’ In combination with A1 gypsum-based fire sealant

v/ Water resistant

Packaging:

FIRESAFE / FS ’ Dimensions Box inner Box outer

Roll 10000 x 50 x 1.8 mm 100.206

Scan the QR code for
detailed information

FIRE PROTECTION
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product’s further possible applications or incorrect use. The user is responsible for using the latest edition of this document. Checks can be made on our
website at www.firesafe.no This document cannot be copied without the written consent of Firesafe AS.

All information contained in the datasheet is to be regarded as indicative values derived from tests and our combined knowledge and experience with
the product. This information must not be used as a basis or verification for other tests or systems. Firesafe AS does not take responsibility for the
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FIRESAFE / FSW

Firestop Wrap for Penetration Seals

Technical data:

FIRESAFE / FS
Condition
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Storage temperature during transport

Temperature during application

Shelf life

Permanent temperature resistance
Graphite weight

Graphite density

Usage category ¥

Reaction to fire

European approvals

Test standards

Product lifespan
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PRODUCT DATA SHEET

EAN code 7070800102337

Ready to use, Fire Wrap

Dark grey - Anthracite

+5°Cto+30°C

0°Cto+50°C

At least 25 years
in unopened plastic packaging and at temperatures from +5 °C to +30 °C

0° Cto +80°C

1.3 kg/m? per mm of thickness

1300 kg/m3

Type Y1 in accordance with EAD 350454-00-1104
Class E in accordance with EN 13501-1

ETA 25/0234. Penetration Seals

Tested in accordance with EN 1366-3. Penetration Seals

Minimum 25 years

"The usage category is intended for use at temperatures below 0°C with exposure to UV (occasional) but without exposure to rain (TR 024, type Y1).

Available documents and approvals for FIRESAFE / FSW

Technical documents ‘ Approvals ‘

v’ Product data sheet (PDS)

v Tested in accordance with EN 1366-3

v Technical data sheet (TDS)

v Classification in accordance with EN 13501-2

v’ Safety data sheet (SDS)

v Certified in accordance with EAD 350454-00-1104

v’ CE marked

v Tested in accordance with NEN 6075 (Smoke resistance)

v Installation manual

v ETA: 25/0234 Penetration Seals

v’ Declaration of Performance (DoP)

The documents listed above can be obtained from your Firesafe contact person, via QR code (Digital Pass), or on the Firesafe website:

www.firesafe.no.

FIRESAFE/

All information contained in the datasheet is to be regarded as indicative values derived from tests and our combined knowledge and experience with
the product. This information must not be used as a basis or verification for other tests or systems. Firesafe AS does not take responsibility for the
product’s further possible applications or incorrect use. The user is responsible for using the latest edition of this document. Checks can be made on our
website at www.firesafe.no This document cannot be copied without the written consent of Firesafe AS.
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